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(Vmp/V)

(Imp/A)
 (Voc/V)
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 (%)
STC: 1000 W/m2, 25 ᶀ,AM=1.5;NMOT: 800 W/m2, 20 ᶀ, AM=1.5, 1 m/s֜Pmax +/- 3%;

(NMOT)

(Pmax)
(Voc)
(Isc)
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182 

144 (6 × 24)

2278 × 1134 × 30 (89.7 × 44.6 × 1.18 )
27.5  (60.6 )

3.2 (0.126 )
4.0 ӑ

(-)350 / (+)160 

STP-XC4

IP68ӑ3   

-40 °C - +85 °C

1500 V DC (IEC)

25 A

0/+5 W

STPXXXS-C72/Vmh  540-560W

STP560S-C72/Vmh STP555S-C72/Vmh STP550S-C72/Vmh STP545S-C72/Vmh STP540S-C72/Vmh
STC NMOT STC NMOT STC NMOT STC NMOT STC NMOT

42 ± 2 °C

-0.34%/°C

-0.26%/°C
+0.050%/°C
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请咨询尚德获取有关跟踪支架安装信息。

560  425.2        555         421.4              550                417.7               545  414.2       540               410.5

42.40 39.2              42.24  39.0  42.05 38.9  41.87 38.7  41.75 38.5

13.21  10.85 13.14  10.80 13.08  10.75             13.02  10.71             12.94             10.65

50.23  47.4        50.07              47.2              49.88               47.0              49.69              46.9              49.54              46.7

14.14    11.41        14.07 11.35  14.01 11.30  13.96  11.26 13.89  11.21

21.7                    21.5 21.3  21.1        20.9


